" {Mail to Corporation Commissicn, Oklshema City, Oklahoma) FORMATION RECOED

; OKLAHOMA CORPORATION COMMISSION _ . . ) .

E“J\ \/ OIL AND GAS CONSERVATION DEPARTMENT Ezir:lg}f:g?dg;i:scnpuon and thickness of all formations drilled through, contents of sand, whether dry,
ﬂ | o0 Acres WELL RECORD E Formation Top Bottom Formation Top Bottorn
<] N county. K8Y  sec. 3w 27N RGe. OB
" company operatng Service Drilling Co. Surface Hole 0| 100

-t 160 oFrice appress Kennedy Bldg., Tulsa, Oklahoma Sand 100 | 2

B! FARM NAMECOOPerW'ELL wol=~A  Shale 220 gg

o N BRILLNG sTARTED. %219 154, priiG FinisHEH=29 1o S4Sandy shale ggo N
E \/ DATE OF FIRST PRODUCTION.5=8=5% comprerep 5=10~5k Sand LOGO 3‘250

wELL LocATED. SE. . SE. v BW__ 1 2970" North of Soun S8RAY Shale 11250 . 20

i. 8 160 Line and. 2310 wviivie.it. East of West Line of Quarter Section Shale . g“; 17 0

o Elevation (Relative to sea lovel) DERRICK FLOOR.100@nounp 105258nd-shale gg o g(])_sg
8 Locate well correctly CHARACTER OF WELL (Oil, gas or dryheley. Q11 Shaley Limey 21? o b 22 o
o OIL OR GAS SANDS OR ZONES Shale 2220 P315

: Name From | To Name From | To  Sandy shale 2315 Phsi

i Burbank Sand 2065 2929 4 Checkerboard Lime L5k P505

2 5 Sa.ndy Shale 505 575

i3 5 Big Lime 575 635

Perforating Record If Kny Shot Record Shale 35 poTL

Formation From Te |[Mo. of Shots Formation From To Size of Shot Oswego Lime 71 7%

>, _ Burbank |2899 2928 % Limey Shale 706 P829

g Pink Lime 829 831
o " Butbank Section 831 2863
B CASING RECORD Main Burbank 863 p923
g My Amount Set Amount Pulled | Packer Reco:rd Caney Shale 923 2%0 ', D.

8 Size | Wt. | Thds. | Make [ F1. In. Fi. In. | Size | Length{Depth Set | Make

< 1044 32 8 | -1 100]- ey N
‘: 9 &~ ] .
—~ 7 20 | SRty J&L|2958 |- RECELY i
s © | CONSERVATION  DEPARTMENT

LingeyRecord: Amouat Nane Kind — _ToR Bottom_ )
. CEMENTING AND MUDDING P
E Amount Set Chemical i R E“A\r 2 G 195
Sm CSm:ks Melhod. of Amount Mudding esults

. Fi. n. ement | Gql. Make Cementing Method {See Note)

. 1063k 10p 4 80 Circulafed : - OKLAHOMA CORPORATION
7 | 2958-4125 Pumped_down COMMISSION
NOE:JWhat method was used to protect sands if outer strings were pullod?Md
NOTE: Were bottom hole plugs used?__ Y85 i vo. stat Eind. depth set and resalls obicined Cement was left in the 7" cpsing from P937' to 2958

n TOOLS USED
z';_ Rotary Tocls were used irom_Q_leel tc_aﬁCabla tools were used from . feel to.

g G—Jeei, and from fent to feet, and hrom feet ‘io.

g Type Rig U=34 Rotary

: Lo

: INITIAL PRODUCTION TEST . the undersigned, being first duly s u is frue, correct and

E Describe initial test: whether by Now through tubing or cesing or by pumping,,P‘_mlmg__ com:ﬂ;:; '1020:51":1?‘0 the 'gmfd-: of ‘I‘i":'?;‘:e g“on

<,

? Amount of Oil Productio: bls. Size of choke, if any. ™= length of test 21" hr'Water

g Muciojggn—eﬁb%%;:;;‘[ ::;;_Lki—"_c-rm of Pump enrpump is used, describe_———— Subscribed and sworn to belore me this. > ...
)

i sommresion skpires Warch 13, 1987 )



